
Stainless Steel

Sears

Green/Black

Four-Finger 

Lock and Load

Design

Flex Style

Buckle Strap

R E L E A S E S  •  B R O A D H E A D S  •  S I G H T SR E L E A S E S  •  B R O A D H E A D S  •  S I G H T S

iv

Complete instructions included inside pagkage.

Patented design and a patent pending.
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ALL NEW THUMB-BUTTON DESIGN. 

The Exit IV release is a patent-pending revolutionary de-

sign with hand polished hardened stainless steel sears in a 

four-finger configuartion. The Exit IV comes on our patented 
flex connector system that is the easiest, most adjustable 

connector system on the market today. The Exit IV can be shot 
with or without the strap.
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Maintenance and Use

1. factory preset lock-and-load design. No ten-

sion/travel screws or cocking button.

2. To move the thumb barrel to desired position 
loosen the set screw inside the barrel. Then, 
move barrel to desired position and re-tighten.

3.  To dry release, blow out with compressed air.

Flex Connector Length Adjustment

1.  Loosen ¼ - 28 x ¼ Cone PT Set Screw, which 
is located on the center of the metal strap 

bracket sewn into the release strap. 

2.  Slide the Flex Connector to your desired 

length and re-tighten the set screw. Keep 

safty knot in excess nylon. 

Please test after any adjustment.

    Do not overtighten.

101 Tug Branch Road  /  Clay City, KY  /  40312

B3Archery.com  /  606.612.5215


